DEPARTMENT OF TRANSPORTATION

Research and Special Programs
Administration

49 CFR Parts 173, 178
[Docket No. HM-166C; Amdt. Nos. 173-14,
178-62]

Termination of Certain Regulations;
Obsolete Packaging Specifications

AGENCY: Materials Transportation
Bureau (MTB), Research and Special
Programs Administration, DOT.

ACTION: Final rule.

suMmaRY: The purpose of these
amendments to the Department’s
Hazardous Materials Regulations is to
remove certain specification packagings
that are no longer being manufactured
ar are not in general use. This action is
in keeping with Executive Order 12221
on “Improving Government
‘egulations”. These amendments will
ssult in fewer, simpler and less
purdensome regulations.
EFFECTIVE DATE: September 11, 1980.

FOR FURTHER INFORMATION CONTACT:
Darrell L. Raines, Chief, Exemptions and
Regulations Termination Branch, Office
of Hazardous Materials Regulation, 400
7th Street SW., Washington, D.C. 20590,
(202) 472-2726.

SUPPLEMENTARY INFORMATION: On
October 18, 1979, the MTB published a
Notice of Proposed Rulemaking, Docket
HM-166C; Notice No. 79-13; (44 FR
60112) which proposed to eliminate 27
DOT specification packagings from 49
CFR. The principal purpose of this
action is the termination of unnecessary
regulations. The elimination of 20
packaging specifications will resultina
reduction of 49 CFR by approximately 48
pages.

The Bureau received seventeen’
comments on Notice 79-13.

The most significant difference
between the final rule and the proposed
rulemaking is that DOT Specificalions
3B seamless steel cylinders, 5L steel
barrels or drums, 5P lagged steel drums,
6C steel barrels or drums, 37K steel
Jrums, 23F and 23H fiberboard boxes
are retained in this rulemaking.
According to the comments received,
these specific packagings are still being
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manufactured and are in general use.
Steel cylinder Specifications 3C, 3D.
3A480X, 4. 4A, and 4C will continue to
be authorized for use as packagings for
materials listed in Part 173. However,
new construction is not authorized and
their specifications have been removed
from Part 178.

Specification 24 inside containers,
metal can, pails and kits, steel barrels or
drum Specifications 5D, 5F, 5H. 5X, 8A,
6K, 17X, metal kegs Specification 13, and
aluminum barrels or drum Specifications
42C, 42E, 42F, 42G and 42H have all
been deleted from Parts 173 and 178.

One commenter recommended that
DOT Specification 42D aiuminum drums
also be eliminated. Since Specification
42D was not included in Notice No. 79—
13. it has not been included in this
rulemaking. However, it will be included
in a notice of proposed rulemaking in
the near future. Any person having
knowledge of other specifications that
are no longer necessary should contact
Mr. Raines at the address or phone
number shown earlier in this preamble.

PART 173—SHIPPERS—GENERAL
REQUIREMENTS FOR SHIPMENTS
AND PACKAGINGS

In consideration of the foregoing.
Parts 173 and 178 of 48 CFR are
amended as follows:

1. In § 173.50, paragraphs (a)(2) and
{a)(3) are deleted; paragraph (a){4] is

revised as follows:

§173.60 Black powder and low
explosives.

(a) * * *

(2) [Reserved]

(3) [Reserved]

(4) Specification 14, 15A, or 16A°
(§§ 178.165, 178.168, 178.185 of this
subchapter). Wooden boxes with inside
fiber or metal containers not over 1%
pounds capacity each, or cotton bags of
at least 4 ounce cotton duck not over 25
pounds capacity each. The gross weight
of Specification 14 boxes may not
exceed 140 pounds and the gross weight
of Specification 15A or 16A boxes may
not exceed 200 pounds.

2.1n § 173.93, paragraphs (a)(2), (a)(3),
and (a)(7) are deleted; paragraphs (a)(9).
(b){1). (d)(1}. and (e}(2) are revised as
follows:

59887

§ 173.93 Propeillant explosives (solid) for
cannon, small arms, rockets, gulded
missiles, or other devices, and propeliant
explosives (liquid).

(a) * *

(2} [Reserved)

(3) {Reserved]
{7) [Reserved]

- * *

. *

{9) Specification 14, 15A, 15B or 15C
(§§ 178.165, 178.168, 178.169, 178.170 of
this subchapter) wooden boxes, or
Specification 23F or 23H (§§178.214,
178.218 of this subchapter) fiberboard
boxes, with not more than four strong
inside tight metal containers of not more
than 25 pounds each. The gross weight
in fiberboard boxes may not exceed 65
pounds.

* * * - *

(b] * * R

(1) Specification 5, 5A, 5B, 6B, or 6C
(8§ 178.80, 178.81, 178.82, 178.98, or
178.99 of this subchapter). Metal barrels
or drums.

« - * * -

[d] * *

(1) Spegcification 5, 5A, 5B, 6B, or 6C
(§§ 178.80, 178.81, 178.82, 178.98, 178.99
of this subchapter). Metal barrels or
drums.

* * - - *

e)* * "
+ * * * *

(2) Specification 5B, 6B, 6C, 6D; also
17C or 17H (single-trip) containers
(§§ 1768.82, 178.98, 178.99, 178.102,
178.115, 178.118 of this subchapter).
Metal barrel, drum, or cylindrical steel
overpack, with inside Specification 28
(§ 178.35 of this subchapter)
polyethylene centainer, packed inside a
strong, tight metal drum. Inside steel
drum must be surrounded on all sides
with at least 2 inches of incombustible
absorbent cushioning material uniforml
distributed. Polyethylene containers are
authorized only for liquids that will not
react dangerously with the plastic or
result in container failure.

3.In § 173.119, paragraphs (a}(10}, ant
{k)(2) are revised; paragraphs {a}(15),
{b)(6) and (k)(4) are deleted as follows:

§173.119 Flammable liquids not
specifically provided for.

(a)’ * *



{10} Specification 42B, (§ 178.107 of
this subchapter). Aluminum drums.

* * * *

(15) [Reserved]
(b) * * k

{6) {Reserved]
(k) +* &k % -
(2) Specification 6B, or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

- * * * *

(4) [Reserved]

* »

4. In § 173.121, paragraph (a)(3} is
‘revised as follows:

§173.121 Carbon bisulfide (disulfide).

(a) * Kk *

(3) Specification 15A, 15B, 15C, 16A,
or 19A (§§ 178.168, 178.169, 178.170,
178.185, 178.190 of this subchapter).
Wooden boxes with strong inside metal
containers or with inside glass or
earthenware containers not over 5 pints
capacity each.

5. In § 173.122, paragraph (a){2) is
revised as follows:

§173.122 Acrolein, inhibited.
(a) ,
{2) Specification 15A, 15B, 15C, 16A,

or 19A (§§ 178.168, 178.169, 178,170,

178.185, 178.190 of this subchapter).

Wooden boxes with strong inside tight

metal containers not over-5 gallons

capacity each. ‘

* + * 4 *

6. In § 173.127, paragraph ()(2) is
revised; paragraph (a)(3) is deleted as
follows: .

§ 173.127 Nitrocellulose or collodion
cotton, fibrous or nitrostarch, wet;
nitrocellulose flakes; colloided
nitroceliulose, granular, flake, or block, and
tacquer base or lacquer chips, wet.

(a) * kW

{2) Specification 6B, 8C, or 6]
(8§ 178.98, 178.99,178.100 of this
subchapter). Metal barrels or drums not
over 55 gallons capacity. Specification 6}
(§ 178.100 of this subchapter) drums
must have removable heads of 14 gauge
metal or 16 gauge metal with one or
more corrugations near the periphery
and heads must have a minimum
convexity of % inch; each drum must
have three rolled or swedged-in hoops.
one of which shall be in the body near
the curl.
(3) [Reserved]

* &k

* -

7. In § 173.134, paragraph (8)(2) is
revised as follows:

—2-

§173.134 Pyroforic liquids, n.o.s.

a) * % & )

(2) Specification 15A, 15B, or 15C
(§5 178.168, 178.169, 178.170 of this
subchapter) wooden boxes or
Specification 12B (§ 178.205 of this
subchapter) fiberboard boxes enclosing
not more than four strong tight metal
cans with inside containers of glass or

metal, not over one quart capacity each,

having positive screwcap closures
adequately gasketed ahead of the
threads. Inside containers must be
cushioned on all sides with dry,
absorbent, incombustible material in a
quantity sufficient to absorb the entire
contents. The strong tight metal cans
must be closed by positive means, not
by friction.

8. In § 173.135, paragraph (a)(4) is
deleted as follows:

§ 173.135 Diethyl dichiorosiiane, dimethyl
dichiorosilane, ethyl dichlorosiiane, ethyl
trichiorosilane, methyi trichlorosilane,
trimethyl chlorosHane, and vinyt
trichiorasilane.

(El) * * &
(4) [Reserved)

* *

9. In § 173.136, paragraph (a)(4) is
deleted as follows:

§173.136 Methyl dichiorostiane and
trichlorosilane.

(;l) * * &

(4) [Revised]

10. In § 173.137, paragraph {(a)(2) is
revised as follows: .

§ 173.137 Lithium aluminum hydride,
ethereal.

(a) * * -

(2) Specification 6B, 6C, or 17H
{single-trip) ($§ 178.98, 178.99, 178.118 of
this subchapter). Metal barrels or drums

- with not more than one inside glass

container not exceeding 2 gallons
capacity. The inside container must be
comnpletely cushioned in sufficient
incombustible cushioning material to
completely absorb the contents in event
of breakage.

* * * * L

11. In § 173.139, paragraph (a)(3) is
revised as follows:

§ 173.139 Ethyiene imine, inhibited, and
propylene imine, inhibited.

(a) * & &

{3) Specification 6B, 6C, or 6]
(8% 178.98, 178.99, 178.100 of this
subchapter). Metal barrels or drums,
with one inside Specification 17E
(§ 178.116 of this subchapter) metal
drum not over 30 gallons capacity.
Inside drum must be completely

surrounded with incombustible
cushioning material.

12. In § 173.154, paragraph (a)(1) is
revised as follows:

§ 173.154 Flammabile solids, organic
peroxide solids and oxidizers not
specifically provided for.

(a) * & &

(1) Specification 6B or 8C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

- L] L * *

13. In § 173.156, paragraph (a)(2) is

deleted as follows:

§ 173.156 Barium peroxide and caicium
peroxide.

(a) * &k *®

(2) [Reserved)

‘w * - «

14. In § 173.160, paragraph (a)(2) is '
revised as follows:

§ 173.160 Calcium chiorite and sodium
chiorite.

[a] * & ® v

(2) Specification 6B or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

* * - -

15. In § 173.161, paragraph (a)(2) is
revised as follows:

' §173.161 Calclum phosphide.

(a) * k ®

(2) Specification 6B or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

16. In § 173.163, paragraph (a){1} is
revised as follows:
§ 173.163 Chlorate of soda, chlorate of
potash, and other chiorates.

(a) * & %

(1) Specification 6B or 6C (§§ 178.98,

178.99 of this subchapter). Metal barrels
or drums.

17.In § 173.164, paragraph (a})(1) is
revised as follows:

§173.164 Chromic acid or chromic acld
mixture, dry.

(a] " * ® - )

(1) Specification 6B ox 6C (§§ 178.98,
178.99 of thias subchapter). Metal barrels
or drums.

18. In § 173.168, paragraph (a}(1) is
revised as follows: :
§ 173.166 Cobait resinate, precipitated, .

calcium resinate, and calcium resinate
fused.

(a)tt'



') Specification 6B or 6C (§3 178.98,
39 of this subchapter). Metal barrels
. drums.

* * * - *

19. In § 173.175, paragraph (a)(2) is
revised as follows:

§ 173.175 Lacquer base, or lacquer chips,
dry.

[a) ¥

(2) Specification 6B or 6C {§8 178.98,
178.98 of this subchapter). Metal barrels
or drums.

20. In § 173.184, paragraph (a)(3) is
revised; paragraph {a}(6) is deleted as
follows:

§ 173.184 Nitrocellulose or collodion
cotton, wet, or nitrocelluiose, colloided,
granular, or fiake, wet, or nitrostarch, wet,
or nitroguanidine, wet.

(a

(3) Specification 6B, 6C, or 6]
(§§ 178.98, 178.99, 178.100 of this
subchapter). Metal barrels or drums not
over 55 gallons capacity. Specification 6]
{§ 178.100 of this subchapter) drums
must have removable heads of 14 gauge
metal or 16 gauge metal with one or
more corrugations near the periphery
and the heads must have a minimum
convexity of % inch; each drum must
* zve three rolled or swedged-in hoops,

e of which shall be in the body near
.e top curl.

* * * * *

{6) [Reserved]}

)tht

. *

21. In § 173.187. paragraph (a)(2} is
revised as follows:

§ 173.187 Peroxide of sodium.

[a, * x

(2) Specification 6B or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

22. In § 173.188, paragraph (a){(2) is
revised; paragraph (a}(4) is deleted as
follows:

§ 173.188 Phosphoric anhydride.

@- "

{2) Specification 6B ar 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

* + * % *

(4) [Reserved]

« *

23. In § 173.189, paragraph (a)(2) is
revised as follows:

~173.189 Phosphorus, amorphous, red.

* kK

{a)

(2) Specification 6B; also 37A or 37B
(single-trip containers) (§ 3 178.98,
178.131, 178.130 of this subchapter}.

_3_

Metal barrels or drums. Gross weight
not to exceed 160 pounds.

* - * * *

24. In § 173.190, paragraphs (b)(2) and
(d)(1) are revised as follows:

§ 173.190 Phosphorous, white or yeliow.

(b) * kR

(2) Specification 5A or 6B {§§ 178.81,
178.98 of this subchapter). Metal barrels
or drums, not over 30 gallons capacity
each.

{d] * Kk *

(1) Specification 6B or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums, not over 30 gallons capacity
each.

25. In § 173.191, paragraph (a)(2) is
revised as follows:

§ 173.191 Phosphorous pentachloride.

[a) * Kk *

(2) Specification 6B or 6C; also 37A or
37B (single-trip containers) (§§ 178.98,
178.99, 178.131, 178.132 of this
subchapter). “Black iron" metal barrels
or durms.

26. In § 173.195, paragraphs (a)(2) and
(b){1) are revised as follows:

§173.195 Pyroxylin plastic scrap.

[a) - * *

(2) Specification 6B, 6C, or 6]; also
17H, 37A, or 378 (single-trip containers)
{§8§ 178.98, 176.99, 178.100, 178.118,
178.131, 178.132 of this subchapter).
Metal barrels or drums.

* * * * *

(b) * * o )

(1) Specification 6B or 6C; or 17H
(single-trip) (§§ 178.98, 178.99, 178.118 of

this subchapter}). Metal barrels or drums.

* * * * *

27. In § 173.201, paragraph {a)(1) is
revised as follows:

§ 173.201 Rubber scrap, rubber butfings,
reclaimed rubber, or regenerated rubber.

(a) *

(1) Specification 6B or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

28. In § 173.203, paragraph (a)(2) is
revised as follows:

§173.203 Tetranitromethane.

BERE

(2) Specification 6B or 6C (3§ 178.98,
178.99 of this subchapter). Metal barrels
or drums, with an inside stainless steel
or aluminum drum({s). The inside drum

may have no opening larger than 2.5
inches in diameter and must be securely
closed by a gasketed screw type device.
Gaskets must be made of materials that
will not deteriorate upon contact with
the contents. The inside drum(s) must be
cushioned with not less than 2 inches of
absorbent incombustible cushioning
material. Each inside drum shall be of
not less than 20 gauge metal and shall
be tested for leakage before packing in
the outside drum.

29. In § 173.204, paragraph (a}(2) is
revised as follows:
§ 173. 204 Sodium hydrosulfite.

@- v

(2) Specification 6B or 6C (§§ 178.98,
178.99 of this subchapter). Metal barrels
or drums.

* * * * *

30. In § 173.206, paragraph (a)(2) is
revised as follows:

§ 173.206 Sodium or potassium, metallic;
sodium amide; sodium potassium alloys;
sodium aluminum hydride; lithium metal;
lithium shlicon; lithium ferro silicon; lithium
hydride; lithium borohydride; lithium
aluminum hydride; lithijum acetylide-
ethylene diamine complex; aluminum
hydride; cesium metal; rubidium metai;
zirconium hydride, powdered.

(a) * * *

(2) Specification 5, 5C, 6B, or 6C
{§§ 178.80, 178.83, 178.98, 178.99 of this
subchapter). Metal barrels or drums. Not
authorized for lithium aluminum hydride
or alurninum hydride.

* - * * *

31. In § 173.207, paragraphs (a)(2) and
{b)(4) are revised as follows:

§ 173.207 Sulfide of sodium or sulfide of
potassium, fused or concentrated, when
ground.

(a)* * *
(2) Specification 6B or 6C (§ § 178.98,
178.99 of this subchapter). Metal barrels

or drums.

* * * - *

(b) * %k &

(4) Specification 6B or 6C (§ § 178.98,
178.99 of this subchapter). Metal barrels
or drums.

* * * * *

32.In § 173.214, paragraphs (a)(1),
(b)(1). (c)(1), and (d)(1) are revised as
follows:

§ 173.214 Hainium metal or zirconium
metal, wet, minimum 25 percent water by
weight, mechanically produced, finer than
270 mesh perticie size; hafnium metal or



Y .ﬂf.'paragrapii (@ iﬁ :
revised as follows: = HJ :




(Gttg'

apter). Aluminum drums.

* - * * L B
47. Section 173.270 is revised as
follows:

) Specification 428 1 17&107 of this -

(g 178,107 178.109 of this subchapte
Ty & not over 55 galle

(8) spcciﬁcation 428 or 4zD ‘ ,
{85 178,107, 178.109 of this subchapter).;
Aluminum drums. Authorized for :

anhydrous hydrazme only. er}, "i‘ﬁe mtemal volume of
a Specification 39 cylinder must not
52. In § 173.280, paragraph (a){4)is ~  exceed 75 cubic 1 es.

de}eted as follows: , * *



' Un ofexwting eyﬁndm authorized: but new .
consthiction hot outha



17&41, 173.43‘ I?B.é& 1 8.49. 173.52,
178.84, 178.85, 178.87, 178.91, 1768.97,
178.101, 178.108, 178.110, 178.111. 178.112,
178.119, 178.136 and 178.140 are deleted.



